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PRODUCT INFORMATION SHEET & CARD COUNTING MACHINE 

Business cards 55mm x 90 mm 
 

PRODUCT SPECIFICATIONS 

Maximum Speed:  up to 420 sheets/minute  

Paper Size:   Max 148 mm (W) x 275 mm (L) 
   Min 55 mm (W) x 90 mm (L) 

    

Load Capacity:  120 mm  
Paper Weight:   Up to 1 mm thickness 

Misfeed Sensor: Double feeding /Jam / Bin empty 

Function:  Preset / Speed & Pause time adjustment 

Power requirement:  230V, 50/60Hz, 600V  
Dimension:   270 mm (W) x 300 mm (D) x 343 mm (H) 

 

Reference   

UFC-660  Sheet Counting Machine — 10,5 kg 

Certain types of enveloppes  (SEF) 

Direct access to speed adjustment  

& Thickness dials 

UFC-660 

 Quick & Easy Solution. This small system will enable common sheets of paper 

to be fed and counted. 

 Wide Variety Of Paper Type: From thick card to envelops 

 Business Cards counter: The UFC-6600 will also handle paper as small as 

Business cards.   

 Ideal For Small Volume: No set-up time is required making this solution ideal 

for a quick count at exhibitions, international conferences, congresses and con-

ventions where numbers of attendees have to be estimated. 

 No Skilled Operators Needed:  Within seconds, a new operator will understand 

the basic operation of the machine.  

 Ease of use: The counting speed can be easily adjusted according to the subs-

trate.  A selection of preset function are also easily accessible including time 

pauses. 

 Adjustable Friction Feeding System 

 Bottom Feeding: For continuous process 

 

UFC-660 Sheet & Card Counter 

The UFC-660 will accommodate all types 

of paper substrate and thickness up to 1 

mm. 

Tickets, congresses and convention invi-

tations cards, mailers will be reliably 

and quickly counted. 

Business cards as small as 55 mm x 90 

mm will also get fed in a few seconds 

making the UFC-660 the most flexible & 

unique feeder in its class. 


